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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS 

TECHNICAL NOTE NO. 701 
----- 

INTERMITTENT-FLON COEFFICIENTS OF A POPPET VALVE 

By c. D. Waldron 

SUMMARY 

Flow coefficients were determined for the inlet valve 
of a modern air-cooled cylinder during operation of the 
valve. The cylinder head with valves was mounted on a 
large tank that could be evacuated. Operating the valve 
with a rotating cam allowed air to flow through the valve 
into the evacuated tank, The change of pressure in the 
tank was a measure of the amount of air flowing througti 
the valve in a given number of cycles. The flow coeffi- 
cients were dotermIned from the pressure across the valve, 
the quantity of air flowing, and the valve-lift curve. 
Coefficients were measured with lifts of 0.1 to 0.6 inch 
and speeds of 130 to 1,200 r*p.m. The results obtained 
with intermittent flow were compared with the result% of 
tests made with steady flow through this cylinder head. 
This comparison indicated that steady-flow coefficients 
can be used for intermittent flow. 

IlhTTRODUCTION 

The inlet air or the combustion mixture in the con- 
ventional internal-combustion engine flows intermittently 
through poppet valves into the cylinders. The air veloc- 
ity through the valves is zero when the valves start to 
open and builds up at some later time in tho cycle to the 
maximum velocity attainable with the available pressures. 
The flow coefficients with valves held opan and a contin- 
uous flow of air have baen measured by sovoral invosti- 
gators (references 1, 2, and 3). Steady-flow coefficients 
havo,boon considered applicable to intarmittent flow in ! 

short inlet passages (referenco 4) bocauso the mass of air \ 
to bo nccoloratcd is very small. 

Aschonbrenncr (raferenco 5) gives a mathematical 
troatmont of unsteady flow through systems with varying 
cross sections. His work being entirely theoretical, it 
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is difficult to apply to poppet valves and gives little 
information about intermittent-flow coefficieate. 

Lucke (reference S), in an investigation of the flow 
of air through poppet valves under both intermittent-flow 
and steady-flow conditions, computed the coefficients for 
the steady flow but not for the intermittent flow. The 
intermittent flow was investigated by motoring an engine 
and measuring the air consumption with a meter. Tha en- 
gine and the meter were connected by long pipes in which 
pulsations undoubtedly existed; such pulsations would make 
the computation of coefficients difficult and subject to 
large errors. 

When an attempt is made to. check steady-flow coeffi- 
cients with inte-rmittent-flow coefficients for an engine, 
many complicating factors are introduc-ed, such as piston 
motion, volume of residual exhaust gas,- engine temperafuro, 
and pulsations in the cylinder and the inlet manifold. It 
is also difficult to obtain accurate simultaneous values 
of the air pressures on the inside and the outside of a 
valve onan engine in operation. 

The purpose of thfs work is to eliminate as many of 
the complicatfng factors as possible, t-o determine whether 
intermittent-flow coefficients actually are the same as 
steady-flow coefficients, and to.find how the coefficients 
for each value of valve lift should be applied to the en- 
tire induotion period, 

APPARATUS 

The apparatus used in this invastigation (see fig. 1) 
consisted of a large tank, a vacuum pump, a cylinder head, 
a valve-operating mechanism, and a micromanometer. 

The tank has a capacity of 81.65 cubic feet, is rigid. 
and almost airtight, and i-s equipped with connection8 for 
the micromanometer, the vacuum pump, and the cylinder head. 
The temperature of the air inside the tank was measured by 
a thermometer. Room temperature was measured by a ther-. 
mometer near the apparatus.. 

The vacuum pump was an electrioally driven reversed 
air compressor, capable of quickly evacuating the tank to 
the vacuum of 16 inches of mercury used in the tests. 
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T5e cylinder head, from a IVriqht 1820-G cylinder, was 
equipped with valves and springs. The cylinder end of the 
head was mounted with an airtight joint over a large hole 
in the side of the tank. T5e exhaust valve was held closed 
and airtight by the springs, and the spark-plug opentngs 
were sealed. The intake valve was operated by a push rod 
from the valve-operating mechanism. 

The valve-operating mechanism was driven by a 3- 
horsepower variable-speed electric motor connected by a 
belt to a shaft havfng a very heavy flywheel (moment of 
inertia of 3 lb. ft. sec,a). This shaft could bo driven 
at steady-speeds ranging from.100 to 1.,200 r.9.m. It was 
connected to a clutch, similar to those used on punch 
presses, that gave a driven shaft one or more revolutions, 
as desired, The clutch was engaged by an operating handle 
that could be held back for any, desired number of Valve 
cycles. Mounted on the end of the driven shaft was a rev- 
olution counter that indicated the number of valve Cycles. 
The heavy flywheel. was installed to keep the speed decrcaso 
as low as possible each time the clutch apparatus operated. 
The valve-operating cams were mounted on the driven shaft 
of the'apparatus. 

During the investigation, several cams were used. Two - 
of the cams had maximum lifts of 0.2 inch and 0.4 inch with 
40'.drrell and were used in the determination of caefff- 
cients for the 0.2- and the 0.4-dnch ld.fts at 130 and 1,200 

.r.p.m. For the tests at the O.l- and the O.BAfnch lifts, 
the.tappet roller was given a clearance of Oil inch and -- - 

, contacted the cam after the lift of the cam had started. 
Cam acceleratibn and rotational speed had to be lam to 
prevent excessive shock loadfng. These cams had Icw accel- 
eration so that flow coefficients could also be measured 
at the. O.l- and 0.3-$nch lifts at 130 r.p,m, Flow coeffi- 
cients for a 0.6-inch lift at 1,200.r.p.m. and for a 0.3- 
inch lift at 130 r.p.m. could also be determined by means 
of another cam with a 0.6-inch lift and 40' dwell. A 
fourth cam haa a lift curve similar to that of the cam on 
the.Vright 1820-C engine and thus provided a means of check- 
ing the application of theicoefficients for different lifts 
to an engine-valve 19ft curve. ., 1. I-. '_ 

.. 1 ,.._ 
-A l-1/4 inch roller Zn a tappet bore on the cam-s, -se- 

twesn the tappet and the-end of the intake valve stem Was 
an adjustable push rod. There was no rocker arm in the 
cylinder Izead;.,and the .tapDet, the push rod, and the.intake 
valve were all in a strafght.line. _ 

. 
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Noving pictures of the cam and the roller were taken 
at a rats of 1,500 frames per second to make sure that the 
roller followed the cam during the most severe conditions 
of operation. EJo bounce or throsP off of-the roller was 
observed. 

The special micromanometer, described in reference 7, 
was connected to the tank and is capable of registering a 
maximum pressure difference of 16 fnches of mercury bo- 
tween the outside and the inside of the tank. The instru- 
ment gave readings correct to within f0.004 inch of mercury. 

Figure 2 is a cross section of the valve, the seat, 
and the intake passage of the.head used. 
is 3Oo 

The seat angle 
and the approach has boen faired smoothly Lnto a 

rounded. section in the intake passage, giving the valve 
opening a rounded entrance. The intake passage is very 
short and a rounded mouthpiece was placed at its ontranco. 
Vary little rosistanco to flow should have been offered 
by the intake passage and its entrance, 

Figure-3 shows the apparatus used for measuring coef- 
ficients with steady flow. The blower forced air through 
an accurately calibrated orifice into the tank upon nh1ch 
the head rvas mounted. The same rounded intake passage on- 
trance was used that was used when measuring coefficients 
with intermittent flow. A manometer and a thermometer 
moasured the pressure and the temperature of the air in 
tho tank. The valve was held open by a screw and lock nut 
and tho lift was set with a micromotor to fO.0005 inch. 

METHODS 

The method of measuring coefficfents for intermittent 
flow tvas to evacuate the tank shown in ffgure 1, to oper- 
ate the valve at any desired speed-f-or any desired number 
Of CyC166, and then to find the chango .in pressure in the 
tank caused by the air that had entered through the valve. 
From this change of pressure and the known volume of the 
tank, the weight of the air that flowed through the valve 
could be d.etermined. From this wefght of air, the pres- 
sure across the val.ve, and the valve-opening area, the co- 
efficients of floti were determined. 

The true changesof pressure was found by measuring 
with the micromanometer the pressure in the tank before 

t 
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the valve had been operated and then, after the valve had 
been operated, by taking accurate readings of pressure in 
the tank at intervals of 2 or 3 minutes. The first few 
readings showed the pressure in the tank to be decreasing. 
Succeeding readings shoved it to start rising and to con- 
tinue doing so at a steady rate. The initial decrease was 
probably due to the cooling of the- air after it had been 
compressed and heated by the air entering the tank during 
the valve operation. The subsequent slow rise of pressure 
was caused by afr leakfng into the tank. 

Figure 4.i~ a plot, mfth an exaggerated scale, of 
Pressure in the tank against time. The pressure in the 
tank before' the valve operation is indicated by A. The 
first reading of pressure after admitting air by operating 
the valve was taken at B and readings taken as the pres- 
sure decreased aro shown at C, D, and E. Readings taken 
during the final slam rise of prossuro causod'by the loak- 
age are indicated at E to K. Boadings E to K al- 
ways fell almost on a straight lino. Extending a strafqht 
line from B through E to X, 
A, 

which is diroctl.y above 
extends tho leakage curve back to zero leakage time 

and shows what pressure mould have existed in the tank im- 
medSatoly aftor the valve operation if there had been no 
leakage nor temperature change. The distance between X 
and A represents the true change fn pressure caused by 
air flowing through the valve into the tank. The vertical, 
dfstance. between A and X was usually about 40 times as 
great a,s the vertical distance between X and B. 

Flow coefficients vary with the amount of valve lift. 
Valves cannot be lifted in zero tfme to:,large l&fkS. The 
flow therefore always passes through conditions to whfch 
coefficients for low lift apply before it reaches the con- 
dition at whZch the coefficfent for large lift applies. 

The method of making allowance for&he coefficients 
applicable to low values of valve lift can be explained b,y 
the use of figure 5. This figure is a.piot of vidve-open- 
ing area agafnst crank degrees r&en the maximum valve lift 
was 0.2 inch. The pofnts b and e 
inch valve lfft. 

correspond to O.l- 
For purposes of explanation,.it will be 

assumed'thatthe coefficient for O.liinch vaive lift has 
been determined and tha.t 'the coefficient;for 0.2-inch 
valve lift is to be determined. The coefficient for 0.1~ 
inch lift.is Fpplied to the areas abj ana 
use of the following equation (ref.erence 8):. 

efg by the 
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w = 158.17 Ate 
[p, - 0.0755 (P, - P&I 

I1 
(1) 

mhoro 

TB 

A, 

t, 

At, 

c, 

Pl ' 

73 -a ' 

T 1 ' 

The 

is weight, pounds. 

oponiqg araa, squaro feat. 

time of flow, seconds. 

area under the area-doqroos curve of the valve, 
multipliad by the Propor factor to change 
crank degrees to seconds. 

flow coefficient. 

pressure of air before going through valve, 
pounds per square inch. 

prossuro of air after going through valve, 
pounds por square inch. 

absolute temporaturo of air boforo going through 
valve , OF. 

flow area fs the lateral area of the frustum of a 
cone having sides perpendicular to the valve seat. This 
area is given by the following equation: 

A’ = 2n x0 -I- $ ( ein lz CO6 & ) L COB a (2) 

nhara - 

L is tho valve lift, inches. 

a, seat angle, dagrees. 

-. . 

+- 

c 

r 

R 0’ radius of inside of seat, inches. 

The weight of air flowing through the valve tvhile it 
is lifting from a to b and droppinq from -0 to f ia 
obtainod by multiplying the area abj f ofg by the propor 
factor and by substituting the product for At in equation 
(1). The flow coefficient for 0.1 inch is substituted for 
C and the propor values of ana q aro insorted 
under tho radical. 

P,, P23 
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The weight of air, flowing through=the,valve while it 
is lifting'from. b to c and falling from.< d to -8 ie 
obtained by multiplying the area bcij .+:degh by the 
proper conversion factor and substituting the product for 
At in equation (1). The:value of. c 'to be'used is an 
average between the known value for.the O.l-inch lift and 
the unknown value C for the 0;2-fnch, lift. . . . 

The unknown value C. applies to the remaining area 
cdhi. 

The total we%ght of air that will be admitted by a 
valve operating with this lift curve ten be-found from ex- 
periment; C is thus this only unknown and can be computed. 

In the computation of Reynolds Number for the air'. 
flowing through the valve, the values of density, velocity, 
and viscosity were averages of the values for the'air be- 
fore and after it had passed through the valve. The value 

of d (diameter) used was jG:ng area , _ 

I- . , 

TESTS RESGLTS mg.~IscussIox . 

. . 
The first tests,were made with a valve'lift of 0.1 

inch. The cam was operated at a speed of 130 r.p.m. and 
a dwell of 40° atmaximum lift. This combfnation of long 
dwell wi.th low lift minimized the eff,ect .of.the opening 
and the clossng of the valve :so that the,over-all coeffi- 
cient obtained was considered to be,the true .coefficient 
for O,l-inch valve lift. Figure 6(a) shop~s the experimeu- 
tal values of c obtained with different value8 of pres- 
sure difference across the valve. 

. 
. 

9 
-. . 

The average of the vaiues for c vai 1.00. Many of 
the values were greater than 1.00. This fact probably was 
a result of the well-rounded approach to the valve opening, 
which caused the air to expand after passing the entering- 
seat edge-. The static pressure of the air at the entering- 
seat edge was theref0r.e lower than that at the exft-seat 
edge. In order to obtain the correct flow coefficient with 
a flow area computed from the inside-seat radius, this, 
lower statJ,c pressure, should have been used; the coeffi- 
cfents would.th-en have-been lower than those .presented in 
figures 6 and 7. The correct flow area with the tank pres- 

- 
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sure as the discharge- side static.pressure would have been 
the lateral area of the frustum of a cone constructed on 
the outside-seat diameter. Results presented -by other in- 
vestigators (r,eferences 1, 2, and 3) have, however, been 
based on inside-seat diamete-r, and this diameter was there- 
fore used f-or figures 6 and 7 to make the resuits directly 
comparable. If outside-seat diameter had.been used for 
figure 6(a), the value of c would have been 0.86 instead 
of 1.00. This ratio approximately holds for all other coef- 
ficients. 

I 

c 

Figure 6(b) gives the results of tests made at 130 and 
1,200 r.p.m. with a valve lift of 0.2 inch obtained with a 
cam having a total lift of 0.2 inch, The resurts at 130 
r.p.m. were not appreciably different from those obtainod 
at 1,200 r.p.m. The points are experimental values, which 
are the over-all coefficients and include the opening and 
the closing of the valve; the dashed line is their average. 
The solid curve is.the coefficient C that applies during 
the time the valve is at its maximum lift and was derived 
in the manner already described in-the section!on Methods. 
The values of. c ' for the 0.1 inch lift were obtained'from 
figure 6(a). With 0.2-inch valve lift, c was not the 
same for all pressure differences and reached a maximum of 
1.14 at a pressure difference of 5 .inches of mercury. At 
11 inches of mercury, it had dropped to 1.07. With an open- 
ing area computed from the outside-seat diameter, c was 
0.98 at 5 inches. and 0.92 at 11' inches of'meroury. 

I. 

I 

Figure .6(c) gives the results obtained with a valve 
lift of 0.3 inch'and, a' speed of l30 r'.p.m. Wh,en the over- 
all co%fficients wer8 correc.ted for the coefficients for 
0.1 arid 0.2 inch'tha-t were effective. during the opening 
and the c.los-ing .periods, the coefficients for the 0.-3-inch 
lif't 'as shown by the solid curve were lower than the over- 
all coefficients. the maximum for the'0.3-inch lift being 
1.03 at 3-l/2 inches of mercury. Figures G(d), G(e), and 
6(f) are results obtained iith cams having-lifts of 0.4, 
0.5, and'0.6 inch, respectively. 

Figure 7 shbn's a comparison betw’een flow coefficients 
obtained with steady .flow and with intermittent f,low for 
valve lifts of .O.l t'o 0.4 inch. .Steady-flow tests had an 
exit pre'ssure 'equal to atmospheric; whereas,* intermittent- 
flow tests 'had an inlet pressure equal to atmospheric, The 
results have b.e'en plotted against Reynolds Number for com- 
parison.. The steady-flow and the interm.ittent-flow coeffi- 
c-ients are not in ‘good agreement but do lie'in the same 
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region. It probably is safe."to ddnclude that, for engi- 
neering purposes, steady-flow coefficients can be used 
for intermittent-flow conditions. 

Figure 8 gives the over-all coefficiehts obtained 
with a cam having no dwell end a lift curve similar to 
that of an inlet-valve from a vright 1820-G engine, Run s 
were made at speeds of 130,, 60.0, and 1,200 r.p.m. and the 
coefficients obtained were approximately the same, show- 
ing that flow conditions in a valve build up so rapidly 
that they are independent of lifting rate. 

The solid curve below the curve for 130 r.p.m. was 
obtained by applying to the lift curve of this cam values 
from figure 6 in the manner described under Methods. The 
curve of computed over-all coefficients falls very close 
to the curve of experimentally derived over-all coeffi- 
cients. 

CONCLUSIONS 

1. Flow coefficients measured with steady-flow condi- 
tions can be applied to intermittent-flow conditions with 
no correction for valve-opening speed. 

2. The over-all flow'coefficient of a valve with any 
lift curve can be accurately computed by the method herein 
described if the flow coefficients of a similar valve are 
known at values of lift of 0.1, 0.2, 0.3 inch, and so on. 

3. When a valve seat has a well-rounded approach, 
flom coefficients above 1.00 can be obtained if the flow 
area is computed from the inside-seat diameter. 

Langley Memorial Aeronautical Laboratory, 
National Advisory Committee for Aeronautics, 

Langley Field, Va., March 27, 1939. 
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